
Software: Tension Inspect 3

open collector alarm (Min/Max)

← Power ← 
15 - 24 V DC

K50204 AC Adapter
110 - 240V
or Customer  

→ Signal analog 0-1 V → 

SC-PM
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← Signal analog 0 - 10 V DC ← 

or optional Current output 4-20 mA

Signal USB

e.g. EK0662 cable (2 m)

FS1 - Sensor with Display SC-PM
outputs: USB, RS 422, analog and alarm

e.g. FS1 analog

e.g. EK0620 cable (2 m)

Info: FS1(1) - SC-PM - PC -020

mailto:info@hans-schmidt.com


Software: Tension Inspect 3

open collector alarm (Min/Max)

← Power ← 
15 - 24 V DC

K50204 AC Adapter
110 - 240V
or Customer  

→ Signal analog 0-1 V →

Supplied with a 3 m shield cable
 with open Ends 
(other cable length on request)

e.g. MAZF - Sensor

SC-PM
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← Signal analog 0 - 10 V DC ← 

or optional Current output 4-20 mA

Signal USB

e.g. EK0662 cable (2 m)

MZ-Sensor with Display SC-PM
outputs: USB, RS 422, analog and alarm

Info: MZ(1) - SC-PM - PC -020
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Software: Tension Inspect 3

open collector alarm (Min/Max)

← Power ← 
15 - 24 V DC

K50204 AC Adapter
110 - 240V
or Customer  

→ Signal analog 0-1 V → 

SC-PM

Hans Schmidt & Co GmbH
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← Signal analog 0 - 10 V DC ← 

or optional Current output 4-20 mA

Signal USB

e.g. EK0662 cable (2 m)

MZ1 /MZH / MZB1 - Sensor with Display SC-PM
outputs: USB, RS 422, analog and alarm

e.g. MZ1 analog

e.g. EK0620 cable (2 m)

Info: MZ1(1) - SC-PM - PC -010
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Software: Tension Inspect 3

open collector alarm (Min/Max)

← Power ← 
15 - 24 V DC

K50204 AC Adapter
110 - 240V
or Customer  

SC-PM

→ Signal analog 0-1 V → 

e.g. TS1 analog

e.g. EK0612 cable (3 m)
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← Signal analog 0 - 10 V DC ← 

or optional Current output 4-20 mA

Signal USB

e.g. EK0662 cable (2 m)

TS-Sensor with Display SC-PM
outputs: USB, RS 422, analog and alarm

Info: TS1( 1) - SC-PM - PC -020
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